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Technical Specifications 
Crude Sunflower Oil (CSFO)
UKRAINE

PHYSICAL & CHEMICAL CHARACTERISTICS
Ffa (%) Nen-En-Iso 660 Max 2.0
Moisture (%) Nen-En-Iso 66  Max 2.0
Colour Lovibond (5¼ Inch) Nen 6308 -3 Red And 30 Yellow Units
Relative Density At 20oc Nen 631 I - 0,920>0,922
Iodine Value (G 12/100g) Nen-En-Is0 3961 - 118>141
Flash Point Min 121 C
Refractive Index 40C 1,472> 1,476 
Saponification Number 188>194
Water Content Max 0,3%
Phosphorus Ppm 150 Max
Waxes Content Ppm 1500 
Unsoluble Meters 1,5% Max 

TYPICAL FATTY ACID COMPOSITION                                                                            
C 14:0                                                 1% Max C 20:0                                                1% Max 
C16:04 >7%      C 20:1                                                0,5% Max
C 16:1                                                 1%Max C 22:0                                              1% Max 
Cl8:01 >7% C 22:1 0,5%Max 
C18:1 14                                                 >50% C 24:0                          0,5%Max 
Cl8:2 45 >75%  C24:1 0,5% Max
Refractive Index 1% Max

NOTES
Circumstances. As Long As The Packaging Stays Closed, Contamination Is Not An Option 
No Animal Fat


